
 

Particulate Respirator  

Certifications: 
- KN95 under GB2626-2006 (China) 
- Certificate of Compliance EN 149:2001+A1:2009 (Europe)  

1282 

Application: 
Suitable for a wide range of industries. Ideal for use against 
particulates generated through sanding, dusting, grinding or 
combustion and low toxicity mists that do not produce harmful gases 
or vapours. When properly fitted, these particulate respirators 
provide 95% filtration efficiency against aerosol particulates (solid and 
liquid) that do not contain oil. 

Equipped with comfortable earloop straps for easy fitting, and an adjustable nose piece to ensure the mask 
provides a tight seal. A convenient flat fold design which is optimal for hygienic storage and transport.  It has a 
lightweight construction material that offers ≥ 95% Filter Protection while also reducing breathing resistance. 

This is a non-valved mask. Suitable for applications where both the airflow breathed both in and out requires 
filtration. 

Features 
✓ ≥ 95% Particulate Filter for non-oil based 

particles 
✓ Disposable Respirator (NR) 

✓ Flat Fold Design ✓ Maximum use time is 8 hours 

✓ Adjustable Nose Bridge ✓ Earloop Straps 

✓ Non-valved mask for filtration of incoming 
and outgoing air 

✓ Low resistance to air flow particulate filter 
fabric for easy breathing and effective 
filtration. 

WARNINGS 
- Do not use where atmosphere is dangerous to life and health containing toxic vapors.  
- Do not use in areas where the particulate concentration exceeds 10x the occupational exposure standard 
- Do not use in circumstances where there may be a deficiency in oxygen 
- Proper selection, training and use are essential in order for the respirator to do its best to protect the wearer 

from airborne contaminants. 
- Facial hair can undermine the seal of your respirator to your face and the respirators effectiveness. 
- Respirators should be used in accordance with AS/NZS 1715 – Selection Use and Maintenance of Respiratory 

Protective Devices (or other relevant standard). 

Disclaimer 
The specification and performance information of the product are correct at the time of production but may be 
changed without notice. The environment in which this product will be used and purpose for the use of this product is 
the sole responsibility of the user to ensure that the product is adequate and safe for use with the intended hazards. 
To the extent permitted by law, any liability resulting from the use or the failure of the product is limited to the cost 
of repairing or replacing the failed product and does not include loss, damage, injury or death which may be caused as 
a consequence of such use or failure.  



Copy of Original Chinese Laboratory Testing Report 

 



 



 



 

 



English Translation cont. 

 



European Compliance Certificate (against CE Directive) 

 


